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Strojirensky zkusebni tstav, s.p., Brno, Ceska republika
Engineering Test Institute, Public Enterprise, Czech Republic

OSVEDCENIi O ZKOUSCE
CERTIFICATE OF TEST

Cso  0-B-01509-19

Vyrobce - Manufacturer GREN sp.j.
ul. Gérnoslaska 5, 43-200 Pszczyna
Polsko — Poland

Vyrobek - Product Kotel teplovodni - Hot-water boiler

EG-PELLET MINI 15, EG-PELLET MINI 16,
EG-PELLET MINI 20, EG-PELLET MINI 24,
EG-PELLET MINI 25, EG-PELLET MINI 28,
Typové oznaceni -Type designation EG-PELLET MINI 32, EG-PELLET MIN! 35,
EG-PELLET MINI 40, EG-PELLET MINI 45

note: with Bado pellet burners PELETIX MC Il (15, 25, 40)

4 L : ; Nafizeni Komise (EU) ¢. 2015/1189, pfiloha Il, &l. 1
Po2adavky na ekodesign - Ecodesign requiements ¢, uc cion Regulation (EU) No. 2015/1189, Annex Il Art. 1

Metoda zkousek - Test method CSN EN 303-5:2013 «
Zpusob topeni - Heating method automatické - aufomatic :
Preferované palivo - Preferred fuel dievni pelety-C1 — wood pellets-C1

Vysledky - Results

EG-PELLET MINI 15*)  EG-PELLET MINI 24 EG-PELLET MINI 32*) =

T hoe EG-PELLET MINI16  EG-PELLET MINI 25*)  EG-PELLET MINI 35%) ;
EG-PELLET MINI 20*) EG-PELLET MINI 28*)  EG-PELLET MINI 40%)

EG-PELLET MINI 45 %

Jmenovity vykon — Nominal

output =
CO (10% 0,) mg/my> 45 46 55 =
OGC (10% O5) mg/m,? 5 5 0

Prach - Dust (10% O2) mg/m,> 29 13 27

NOx (10% 02) mg/m;? 187 244 230 §
Big‘;jneéﬂ;‘c‘fg‘n"c‘;f‘t % 81.5 82.9 85.5 :
Uginnost - efficiency % 88.5 90.0 92.8 .
Snizeny vykon — Minimal output %g
CO (10% Oy) mg/mq’ 186 351 327

OGC (10% Oy) mg/mp> 6 10 % %
Prach - Dust (10% O;) mg/m,° 21 38 23

NOXx (10% 02) mg/mp> 166 189 190
gzg‘;lflnjﬂ;‘c‘;;"c‘;f’t % 82.4 81.4 84.9 ;
Uginnost - efficiency % 89.5 88.4 92.2 %

Sezonni emise - Seasonal emissions
CO (10% 02) mg/m,® 165 305 286
OGC (10% O5) mg/mp> 6 9 6
Prach - Dust (10% O2) mg/m,® 22 T :

NOXx (10% 02) mg/m,
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EG-PELLET MINI 15*) EG-PELLET MINI 24 EG-PELLET MINI 32%)
EG-PELLET MINI 16  EG-PELLET MINI 25%) EG-PELLET MINI 35%)

A =hpe EG-PELLET MINI 20*) EG-PELLET MINI 28*)  EG-PELLET MINI 40%)
EG-PELLET MINI 45

nson % 82 82 85

F1 % 3 3 3

F2 % 4 4 2

Sezonni energeticka Géinnost - Seasonal space heating energy efficiency
ns % 75 75 80
Index energetické Gcinnosti — Energy Efficiency Index

EEI 112 (A+) 112 (A+) 118 (A+)

*) calculated values declared by manufacturer

Protokoly €. - Reports No.

30-12546, 39-10518, 32-10176 a protokoly navazuijici - and follow-
up reports,

vydané Zkusebni laboratofi ¢. 1045.1, akreditovanou ClAo.ps.,
gislo osvédceni o akreditaci 491/2018

issued by Testing Laboratory No. 1045.1, accredited by CAI,
Accreditation Certificate No. 491/2018

Podklad pro vydani osvédceni
- Basis for Certificate issue

Strojirensky zkusebni Gstav, s.p. timto osvédEeni o zkouSce potvrzuje, ze u pfedmétného vyrobku proved|
zkousky a vypoéty s vySe uvedenymi vysledky.

The Engineering Test Institute certifies by this Certificate of Test to have conducted for the given product the test
and calculation with above stated results.

Brno, 2019-05-21

. Milan Holomek
vedouci zkugebny tepelnych a ekologickych zafizeni
Head of Heat and Ecological Equipment Test Station
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Strojirensky zkuSebni dstav, s.p., Hudcova 424/56b, 621 00 Brno, Ceska republika
Engineering Test Institute, public enterprise, Hudcova 424/56b, 621 00 B Czech Republic

www.szutest.cz
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